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Registration and segmentation for 3D map building - a solution based on 
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^ Posters: Meeting room configuration and multiple camera calibration in meeting ar-alysis 

Yingen Xiong, Francis Quek ^™ 
1^^. October 2005 Proceedings of the 7th international conference on Multimodal interfaces ICMI *05 

Publisher: ACM Press 

Full Itxt avafiabi*: ^|^pt>rM.83 MR) AddRlonsI Infonnatlon: M1 .^ !^^fi^q r ^p;»^t^:^^1■ 'yf^ift i Q^^i; , h!<lw< iofnis 

In video based cross>model analysis of planning meeting, the nneeting events are recorded by 
multiple cameras distributed in the entire meeting room. Subject's hand gestures, hand motion, 
head orientations, gaze targets, body poses are very important for the meeting event analysis. In 
order to register everything to the same global coordinate system, build 3D model, get 3D data from 
the video, we need to create a proper meeting room configuration and calibrate all cameras to 
obtain their intrinsi ... 



Keywords: camera calibration, error analysis, meeting analysis, meeting room configuration 



^ A micropfocfrarnmed storage management system for a paged stack machine 
p. M acres, G. F. Coulouris 

September 1974 Conference record of the 7th annual workshop on Microprogramming 
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Full Itxl avaPablt: ^^jKiCagm^ Adtf Honal Inftrmttlon: CU8jU«il«l. SSSSiUilA, nft».'K«S. Jtal«x;»3ltJl 

The development of a storage management scheme for MEMBERS, an emulated stack machine 
incorporating a virtual store arid paging, is described. The approach used employs an anologue of 
the 'working set' concept of Denning. Information contained in the activation stack for each process 
is used to identify a Top Stack Set' for the process. The set of all the top stack sets defines the 
pages that are held in main storage. The architecture of the MEMBERS machine incorporates an 
activa ... 

^ Support for garbg;ge collection at every instf uction in a Java compiler 
ji^^ James M. Stichnoth, Guei-Yuan Lueh, Micha^ Cierniak 

Mayi89B ACM SIGPLAN Notices , Proceedings of the ACM SIGPLAN 1999 conference on 
Programming language design and implementation PLDI '99, Volume 34 issue 5 
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Full ttxl svelabis: ^^pi»i(l.6SMHf AddUonal Intormstlon: tun titt;sa». ^sSS^ ♦nfttin/^th^- t*M* ^r itmt 

A high-performance implementation of a Java Virtual Machine^ requires a compiler to translate Java 
bytecodes into native instructions, as well as an advanced garbage collector (e.g., copying or 
generational). When the Java heap is exhausted and the garbage collector executes, the compiler 
must report to the garbage collector all live object references contained in physical registers and 
stack locations. Typical compilers only allow certain instructions (e.g., call instructions and bac ... 

Keywords: Java, compilers, garbage collection 
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^ik- Mlquel Huguet, Tomas Lang 
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The use of registers in a processor reduces the data and instruction memory traffic. Since this 
reduction is a significant factor in the Improvement of the program execution time, recent VLSI 
processors have a large number of registers which can be used efficiently because of the advances 
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IWbemUnbQundQbjectSink.lndicateToConsumer (3 Parameters) method [WMI] 
Because each object in the array corresponds to a separate event, an implementation of 
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Active Template Library 

ATL provides the required services for exposing ATL-based COM objects including 
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[20] Inheritance - virtual functions. C++ FAQ Lite 

That is, the member function is selected dynamically (at run-time) based on the type of the 
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Th Topic: memory management by garbage collection 
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cleanup at program termination; remove registration if object is ... 
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OMAC API Reference Documentation 

An Omac Object is a supertype of an OMAC API component/module. ... as a pointer to 
-pointer reference. ppvObj in which to store the created object's address. ... 

www.isd.meLnjst.gov/projects/omacapj/ 

ReferenceDocumentation/OmacModuleCollation.html - 1 72k - Cached - Siniiiar pages 

Method and system for implementing objects in a storage system 

One attribute of metadata 1 16 is a pointer to the class from which object 26 was created, in 

this example, file class 60. This pointer reference is used by ... 

www.freepatentsoniine.com/591 5253. html ~ 71 k • CachM - Simjiar pages 

Kuroyume's DevelopmentZone : interPoser : Limited Edition 

Klo special objects created. interPoser Morph Tag system used for morphs. ... First 11- 

digits of your Cinema 4D registration number. ... 

www.kuroyumes-developmentzone.com/interposer_ltd.titml - 53k - Cached - SjM(?lip.?^^^ 
Rasterbar Software | Products [ luabind 

To call a Lua function, you can either use call^functionQ or an object. ... In some situations 
it may be desirable to split a registration of a class ... 

www.rasterbar.com/products/luabind/doc5.html - 131 k - Cached - Similar pages 
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... (where the value of a property is a pointer/reference to a instanciated object). ... "Media 
Type Registration Procedure," RFC 1590, USC/ISI, March 1994. ... 
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